Armbruster Mfg. Co. PoleTent® Construction Specifications

Materials

1. Fabric: 17 oz. structural grade vinyl coated polyester.  Fabric shall be flame retardent, waterproof, and mildew resistant per NFPA 701.

2. Thread: #138 polyester or better, U.V. resistant with mildew inhibitors.

3. Cantenary webbing system between side poles is unexposed, consisting of 2 x 2 layers of 2” polyester webbing, mildew resistant, with 12,000lbs per inch breaking strength. 

4. Hardware plates shall be load rated.  Web plates shall be ½” stainless steel.  Grommets in web plates #4 stainless steel.

5. Leach Grommets: #5 roll rim, spur solid brass.

6. Webbing in valleys consist of 2 x 2 layers of 2” wide polyester webbing, mildew resistant, with 15,000lbs per inch breeaking strength.  

7. Cable: 7 x 7 prestretched aircraft cable, galvanized and 3/16 white PVC coated.

8. Valance: 15” straight edge.  Valance edge finished with vinyl binding in white.

9. Fabric seams shall be RF-welded, sized to develop the full strength of fabric joined.

Design

Ths tent has been designed for 70mph wind, exposure “B”, is taken as that defined in ASCE 7-93.

Warranty

All Products are warranted for (1) year in regard to fabrication and workmanship.  Pro-rata fabric warranties offered by the manufacturer of the fabric will be passed on to the customer.

